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INNOVA is constantly innovating and improving its products and reserves the right to modify product design and specifications without notice and without incurring any obligations

AIO Ceiling Ducted Gen 3 with Bottom Return Dimensions

39 1/8” (993.6)

AIO™ Ceiling Ducted (Gen 3) with ERV and Bottom Return Dimensions

33  6/13” (850)

32  5/16” (820)

38  1/2” (978)

41  7/16” (1052)

27  7/8” (707.7)

2  11/16” (68.6)

3  15/16” (100.8)

4  5/16” (109.3)

4  7/8” (123.3) 31  1/2” (800)

39  1/2” (1003) 15/16” (24.5)15/16” (24.5)

2  3/4” (70.3)

7” (177.3) 4  1/4” (108.6)

5  7/16” (138.6)

5  1/2” (140.4)

8  1/4” (210.3)

39  1/2” (1004)

1  9/16” (40)

2  1/8” (54.7)

2  13/16” (71.8)

RETURN AIR

HOLE FOR ANCHORS

HOLE FOR ANCHORS

HOLE FOR ANCHORS

HOLE FOR ANCHORS

POWER SUPPLY OPTIONAL
POWER SUPPLY OPTIONAL

 Ø6” (Ø160)
FEMALE DUCT

 Ø8” (Ø200)
 DUCT

3/4” (Ø18)
CONDENSATE DRAIN

FILTER CAP

DISPLAY

FILTER CAP
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2  13/16” (71.8)
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8  19/20” (328.9) 17  8/9” (454.4)


